A | B C D E | F
9.52 [0.375] 4 <Specification>
9.45 [0.372] 1. Electrical
0.0379-53 [0.001t8:888] 1-1. Impedance : 50Q
4.57 [0-180] ‘ 1-2. Frequency range : DC to 110GHz
1 1.65 [0.065] ‘ 1-3. VSWR : 1.6:1
| @3.50 L e 11
. — e . 2. Material
[20.138] / \\ 2-1. Body : Stainless Steel(Passivated)
/’ K 2-2. Pin : BeCu(Au Plated)
/ \\ 2-3. Insulator : Ultem1000
— | — | \
B N % % ‘Lf—f—ff— \‘ 3. Mechanical
— ) -] Sl @9.90 | ! 3-1. Durability : 500 Cycles
1 O(F)ii - I - 77\/7 \A 3 [ 8 0 390 \ //
s P2 o- © [o. ] \ /l 4. Environmental
o . N S 1) Temp. Range : -65C to +165C
— ] ~ . // 2) RoHS Compliant
M4 x PO.7 / A \\:[]7/,/ @0.35
2 @5.00 <Detail A> [0.014]
0.197] —
: ] 2.6 x P0.35 / |
7R<ic9mmendedifiCB Pattﬁerﬁn o o o o o o o o o o o o o o o
- 0.70 0.70 :
0.45 0.50
/ %/7"///‘ /N Z
/! ////////74 % ::8 / 4 AN IO
3 o % S "////// 3 o o oo g 50
. P [
< L T2 | °20 @055
\ ///////// 0o0°
\ (5 3
% o o o o o0 o0 |
g 2 |
ol o
] Detail A-1 Detail A-2 |
Via Dimension Top pattern Dimension Bottom copper cut out I
|
|
4777 T T T T T T T T T T T T T T ) Vertical Launch 1.0mm(F) Connector for
Title : : .
Miccrostrip R03003 5mi | (PCB)
Part No. VCO0F8002
THE INFORMATION HEREON/HEREIN IS PROPRIETORY TO WITH-WAVE CO., LTD. IT SHALL NOT BE COUPIED, DISCLOSED OR Scale N/A Date | 2020. 10. 19 o h Rev.
USED(PARTIALLY OR WHOLLY) IN ANY MANNER WITHOUT PRIOR EXPRESSED WRITTEN AUTHORIZATION OF WITH-WAVE CO., ITD. Uit wmiincn] | oran | Teri K W|t WaAVEe _
A B C D E | F




